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KME-TYPE

KME SERIES

*                          color gear ratios are same rotation direction with motor.

* The standard is F-TYPE.
* Regarding the performance data of the motor KD3429□□ & KD3448□□,  please refer to 15page in this catalogue.

F TYPE

R TYPE

AT  MAXIMUM  EFFICIENCY (KME  □- KD3429  □□)-□□□

                    MODEL   

 GEAR            

KD3429S1 KD3429S2 KD3429T1 KD3429T2 KD3429P1 KD3429P2

DC 12V DC 24V DC 12V DC 24V DC 12V DC 24V

rpm kgf•cm rpm kgf•cm rpm kgf•cm rpm kgf•cm rpm kgf•cm rpm kgf•cm

1/0022 205 0.6 205 0.6 295 0.6 295 0.6 364 1.3 364 0.6

1/0034 132 1 132 1 191 1 191 1 235 2 235 1

1/0043 104.7 1.1 104.7 1.1 151 1.1 151 1.1 186 2.5 186 1.1

1/0053 84 1.3 84 1.3 122 1.3 122 1.3 150 2.6 150 1.3

1/0060 75 1.6 75 1.6 108 1.6 108 1.6 133 3.1 133 1.6

1/0067 67.2 1.8 67.2 1.8 97 1.8 97 1.8 119 3.5 119 1.8

AT  MAXIMUM  EFFICIENCY (KME  - KD3448 □□)-□□□□

                    MODEL   

 GEAR            

KD3448S1 KD3448S2 KD3448T1 KD3448T2 KD3448P1 KD3448P2

DC 12V DC 24V DC 12V DC 24V DC 12V DC 24V

rpm kgf•cm rpm kgf•cm rpm kgf•cm rpm kgf•cm rpm kgf•cm rpm kgf•cm

1/0022 205 1.3 205 1.3 295 1.3 295 1.3 364 1.3 364 1.3

1/0034 132 2 132 2 191 2 191 2 235 2 235 2

1/0043 104.7 2.5 104.7 2.5 151 2.5 151 2.5 186 2.5 186 2.5

1/0053 84 2.6 84 2.6 122 2.6 122 2.6 150 2.6 150 2.6

1/0060 75 3.1 75 3.1 108 3.1 108 3.1 133 3.1 133 3.1

1/0067 67.2 3.5 67.2 3.5 97 3.5 97 3.5 119 3.5 119 3.5

32.5±0.5
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