
□ : SHAFT SHAPE (S : STRAIGHT, P : PINION)

※ 50Hz motor is “C50" added to model number.

K9RS120F□-D-C50
K9RS120F□-D

Model Voltage
(V)

Frequency
(Hz)

Speed
Range
(rpm)

Permissible Torque

Start T.
(N·m/kgf·cm)

Current
(A)

Condenser
(㎌)

Friction T.
(N·m/kgf·cm)

1200 rpm 90 rpm

(N·m/kgf·cm) (N·m/kgf·cm)

K9R□120FJ-D-C50

single-
phase

100
50 90~1400

0.85/8.5 0.31/3.1
0.45/4.5 3.6

40 1/10
K9R□120FJ-D 60 90~1700 0.5/5 3.8

K9R□120FU-D
110

60 90~1700 0.8/8 0.28/2.8 0.4/4 3 25 1/10
115

K9R□120FL-D-C50
200

50 90~1400 0.8/8 0.27/2.7
0.37/3.7

1.4 8.5
1/10

K9R□120FL-D 60 90~1700 0.78/7.8 0.29/2.9 1.5 8

K9R□120FC-D-C50
220

50
90~1400

0.8/8 0.27/2.7 0.37/3.7 1.2 6

1/10
230 90~1700

K9R□120FC-D
220

60
90~1400

0.78/7.8 0.29/2.9 0.42/4.2 1.4 7
230 90~1700

K9R□120FD-D-C50 240 50 90~1400 0.8/8 0.27/2.7 0.37/3.7 1.3 6 1/10





KEY SPEC

DECIMAL GEARHEAD

GEARHEAD
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