
180W

180W 30 minutes rating, four poles

Model Out Put
(W)

Voltage
(V)

Frequency
(Hz)

Current
(A)

Start T.
(N·m/kgf·cm)

Rated T.
(N·m/kgf·cm)

Speed
(rpm)

Condenser
(㎌)

K9R□180FJ(-T, -T5)

single-
phase

180 100
50 3.1 0.7/7 1.35/13.5 1300

40
60 2.95 0.75/7.5 1.1/11 1600

K9R□180FU(-T, -T5) 180
110

60
2.9

0.85/8.5 1.1/11 1600 30
115 3.1

K9R□180FL(-T, -T5) 180 200
50 1.47 0.65/6.5 1.35/13.5 1300

12
60 1.43 0.55/5.5 1.1/11 1600

K9R□180FC(-T, -T5) 180

220
50 1.58 0.65/6.5 1.35/13.5 1300

8
60 1.38 0.6/6 1.1/11 1600

230
50 1.7 0.7/7 1.35/13.5 1300

60 1.54 0.65/6.5 1.1/11 1600

K9RS180F□ K9RS180F -T, T5□

K9R□180F□(-T, -T5)
K9P□B, BF

K9R□180F□(-T, -T5)
K9P□BU, BUF

REVERSIBLE MOTOR

* □ : SHAFT SHAPE ( S : STRAIGHT, P : PINION) * FU which are in end of the model name is UL certified ones. UL FILE NO. E204632
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GEARHEAD
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K9RS180F□ K9RS180F□-T

K9RS180F□-T5

K9RS180F□

K9RS180F□-T

K9RS180F□-T5
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KEY SPEC

GEARHEAD

DECIMAL GEARHEAD

GEARHEAD
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GEARHEAD

MOTOR

DECIMAL GEARHEAD
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K9RP180F□ + K9P BU□ K9RP180F□ + K9P BUF□

K9RP180F□ + K9P BU□

K9RP180F□ + K9P BUF□
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GEARHEAD

MOTOR

DECIMAL GEARHEAD

K9RP180F□ - T + K9P BU□ K9RP180F□ - T + K9P BUF□

K9RP180F□ - T + K9P BU□

K9RP180F□ - T + K9P BUF□
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GEARHEAD

MOTOR

DECIMAL GEARHEAD

R
E
V
E
R
S
IB

L
E
 M

O
T
O

R

K9RP180F□ - T5 + K9P BU□ K9RP180F□ - T5 + K9P BUF□

K9RP180F□ - T5 + K9P BU□

K9RP180F□ - T5 + K9P BUF□

85

85
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